
 
Multilayer diamond instruments with a special coating. 

Maximum retention of the natural diamond ensures the instrument with a prolonged service life .
Self cleaning due to the rapid removal of the trimmed material,

cool grinding, smooth ground surface, altramatic rapid preparation.

MULTILAYER
DIAMONDS

The Best You Can Get
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Instruments for Zirconia
INSTRUMENTE

Round end taper
Konus rund

ZD8 5

Shank Ring Length mm 8,0 8,0 8,0

ISO Order Nr. Ø mm

F
G

806 314 198 534 ... ZD C 856.314... 018 021 025

806 314 198 524 ... ZD 856.314... 018 021 025

806 314 198 514 ... ZD F  856.314... 018 021 025

56

Football
Eiform

ZD3 5

Shank Ring Length mm 3,0 4,5

ISO Order Nr. Ø mm

F
G

806 314 277 534 ... ZD C 379.314... 014 023

806 314 277 524 ... ZD 379.314... 014 023

806 314 277 514 ... ZD F 379.314... 014 023

79

Round end taper
Konus rund

ZD8 5

Shank Ring Length mm 10,0 10,0

ISO Order Nr. Ø mm

F
G

806 314 199 534 ... ZD C 850.314... 014 016

806 314 199 524 ... 850.314... 014 016

806 314 199 514 ... ZD F 850.314... 014 016

50

Flame
Flamme

ZD8 5

Shank Ring Length mm 8,0 8,0

ISO Order Nr. Ø mm

F
G

806 314 249 534 ... ZD C 862.314... 012 016

806 314 249 524 ... ZD 862.314... 012 016

806 314 249 514 ... ZD F 862.314... 012 016

62

Round end cylinder
Zylinder rund

ZD8 5

Shank Ring Length mm 8,0 8,0 8,0

ISO Order Nr. Ø mm

F
G

806 314 141 534 ... ZD C 881.314... 012 014 016

806 314 141 524 ... ZD 881.314... 012 014 016

806 314 141 514 ... ZD F 881.314... 012 014 016

81



G&Z - Made in Austria. Order our product catalouge: info@g-z-i.at

HP Multilayer Diamond Instruments
INSTRUMENTE

super fine
ultrafein

extra fine
extrafein

fine
fein

medium
mittel

coarse
grob

extra coarse
extragrob
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Round
Kugel

801 5

Shank Ring

ISO Order Nr. Ø mm

H
P

806 104 001 534 ... C 801.104... 009 010 012 014 016 018 021 023

806 104 001 524 ... 801.104... 009 010 012 014 016 018 021 023

806 104 001 514 ... F 801.104... 009 010 012 014 016 018 021 023

Inverted cone
Umgekehrter Kegel

805 5

Shank Ring Length mm 1,5 1,5 1,5 1,5 2,0 2,0 2,0 2,0 2,0

ISO Order Nr. Ø mm

H
P 806 104 010 524 ... 805.104... 012 014 016 018 021 023 025 027 050

806 104 010 514 ... F 805.104... 012 014 016 018 021 023 025 027 050

Inverted cone
Umgekehrter Kegel

807 5

Shank Ring Length mm 4,0 5,0 6,0

ISO Order Nr. Ø mm

HP 806 104 225 524 ... 807.104... 016 018 023

Round end cylinder
Zylinder rund

842 5

Shank Ring Length mm 12,0

ISO Order Nr. Ø mm

H
P 806 104 143 524 ... 842R.104... 018

806 104 143 514 ... F 842R.104... 018

R

Flame
Flamme

863 5

Shank Ring Length mm 10,0 10,0 10,0 10,0

ISO Nr. Order Nr. Ø mm

H
P

806 104 250 534 ... C 863.104... 012 016 018 023

806 104 250 524 ... 863.104... 012 016 018 023

806 104 250 514 ... F 863.104... 012 016 018 023
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Cutting Discs
INSTRUMENTE

Ultraflex

366 1

Shank Ring Length mm 0,09

ISO Order Nr. Ø mm

HP 806 104 366 504 ... XF 366.104... 220

optimal. 25.000 rpm

optimal. 25.000 rpm

Ultraflex

367 1

Shank Ring Length mm 0,09

ISO Order Nr. Ø mm

HP 806 104 367 504 ... XF 367.104... 220

Superflex

355 1

Shank Ring Length mm 0,15 0,25 0,15 0,25

ISO Order Nr. Ø mm

H
P 806 104 355 524 ... 355.104... 190 220

806 104 355 514 ... F 355.104... 190 220

optimal. 30.000 rpm optimal. 25.000 rpm

Discs zircon

366 1

Shank Ring Length mm 0,25 0,25

ISO Order Nr. Ø mm

HP 806 104 366 524 ... N ZD 366.104... 190 220

ZD

Lava Black | Zircon

366 1

Shank Ring Length mm 0,30 0,30

ISO Order Nr. Ø mm

HP 806 104 366 524 ... 366LA.104... 190 220

LA

optimal. 15.000 rpm

optimal. 15.000 rpm

optimal. 20.000 rpm

optimal. 20.000 rpm

Ø 190 mm

Ø 190 mm

Ø 220 mm

Ø 220 mm


